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NISCHIT MV 12-Mar-10      BNC TRIAX PLUG
   FOR BOEING 5M2559
    AND 5M2397 CABLE

NISCHIT MV 12-Mar-10

K. CAPOZZI 3/19/10
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A RELEASE TO MFG. 3/22/10 48022

B STAMPING NOTE UPDATED 7/12/10 48129 KR

C UPDATED ASSEMBLY INSTRUCTIONS NOTE 8/7/17 04722 SV

NOTES:
 
1.  MATERIALS AND FINISHES:
     BAYONET SLEEVE  - BRASS, NICKEL PLATING (.000100/.000250) THICK
     BODIES   - BRASS, NICKEL PLATING (.000100/.000250) THICK
     WASHER  - BRASS, NICKEL PLATING (.000100/.000250) THICK
     CLAMP   - BRASS, NICKEL PLATING (.000100/.000250) THICK 
     CONTACT - BeCu, GOLD PLATING (.00005/.0001 THICK) OVER NICKEL
     OUTER CONTACT  - BeCu, GOLD PLATING (.00005/.0001 THICK) OVER NICKEL
     REAR GASKET  - FLUOROSILICONE, COLOR: BLUE
     FRONT GASKET  -SILICONE RUBBER
     INSULATORS  - PTFE
     SPACER  - BRASS, NICKEL PLATING (.000100/.000250) THICK
     RETAINING RING  - BRASS, NICKEL PLATING (.000100/.000250) THICK
     SPRING WASHER - BeCu, GOLD PLATING (.00005/.0001 THICK) OVER NICKEL
     FERRULE  - COPPER TUBING,  NICKEL PLATING (.000100/.000250) THICK
 
2.  ELECTRICAL: 
     A. IMPEDANCE:  NON-CONSTANT CAN BE USED WITH 50,75 AND 93 OHM TRIAXIAL CABLES
     B. FREQUENCY RANGE:  DC - 500 mHz
 
3. .007 SPACING BETWEEN ITEMS 2 & 16
 
4.  ENVIRONMENTAL:
     A.  THERMAL: -65�$�C TO + 165�$�
 
5.  FOR ASSEMBLY INSTRUCTIONS SEE 9-9950-233. 
     
6.  FERRULE TO BE CRIMPED WITH A .178 HEX DIE.
     CONTACT TO BE SOLDERED.
 
7.  ASTERISK (*) INDICATES CABLE ENTRY DIMENSIONS.
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