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QTY : 900 PCS/13" REEL           12600 PCS/BOX

ITEM W Ao Bo Ko P E Do Po P2 T

DIM 16.0�#0.30 6.40�#0.10 6.40�#0.10 6.20�#0.10 12.00�#0.10 1.75�#0.10 1.50�#0.10 4.00�#0.10 2.00�#0.10 0.4�#0.05

 
         TASK - 852

M.GOPI 01-Feb-12    MCX P.C BOARD 
   RECEPTABLE JACK

M.GOPI 01-Feb-12

A

A                  RELEASE TO MFG. 01-Feb-12 -- MG

3 CONTACT PIN BERYLLIUM COPPER GOLD 1

2 INSULATOR TEFLON NATURAL 1

1 BODY BRASS GOLD 1

NO DESCRIPTION MATERIAL FINISH QTY

NOTE:
 
  1.  MATERIAL : CLEAR POLYSTYRENE.
  2.  CAMBER NOT TO EXCEED 1MM IN 100MM.
  3.  10 SPROCKET HOLE PITCH CUMULATIVE TOLERANCE �# 0.2
  4.  Ao AND Bo MEASURED ON A PLANE 0.3MM ABOVE THE BOTTOM OF THE POCKET
  5.  Ko MEASURED FROM A PLANE ON THE INSIDE BOTTOM OF THE POCKET TO THE
      SURFACE OF THE CARRIER.
  6.  POCKET POSITION RELATIVE TO SPROCKET HOLE MEASURED AS TRUE POSITION 
      OF POCKET, NOT POCKET HOLE.

TAPE RUNNING DIRECTION

PASTE THE LABEL
ON THE REEL

PLASTIC REEL

SECTION  B-B

SECTION  A-A


	Sheet 1
	Views
	new_view_2
	right_3
	new_view_19
	new_view_20
	top_21
	new_view_34
	bottom_35
	new_view_36
	bottom_39
	right_40



