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  PART NUMBER QTY. ITEM      DESCRIPTION   FINISH

-

5 O RING SILICON RUBBER

4 INSULATOR PTFE NATURAL

3 NUT BRASS WHITE BRONZE

2 INNER CONDUCTOR BRASS/SPRING COPPER SILVER

 1 OUTER CONDUCTOR BRASS WHITE BRONZE

S.NO. DESCRIPTION MATERIAL FINISH

NOTE:

REFERENCE STANDARD IEC60169-4

I ELECTRICAL PERFORMANCE

IMPEDANCE ( )                    50

FREQUENCY RANGE                   DC-3GHZ

RETURN LOSS (dB)                  <-28

INSERT LOSS(dB) (2GHz)            <0.05

PIM (dBc)                         <-155

INSULATION RESISTANCE(M )        >10000

SCREEN EFFICIENCY(dB)             >110

WORK VOLTAGE(V)                   2700

POWER RATING(W)                   300W @2GHz

CONDUCTOR RESISTANCE (m )        OUTER CONDUCTOR<0.2

                                  INNEER CONDUCTOR <0.8

  

II ENVIRONMENT

TEMP.RANGE          -55 �$C ~+155�$C

WEATHER PROOFING    IP68

STANDARD

RoHS COMPLIANT
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